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FLEXIBILITÄT UND EINFACHE HANDHABUNG: Mit dem mobi-
len Durchlaufschweißgerät hpl 300 D können endlose Schweiß-
nähte zum Verschließen von Beuteln hergestellt werden. Der 
Durchlaufmodus ermöglicht ein schnelles und unkompliziertes 
Verschweißen. Das hpl 300 D ist leicht anzuwenden und sowohl 
horizontal als auch vertikal einsetzbar.

Als Schweißmaterialien eignen sich sämtliche Verbundmateriali-
en wie z. B. beschichtetes Zellglas, beschichtetes Papier, Alumi-
niumverbundfolien sowie Abdeckungsplanen. Daher ist das hpl 
300 D ideal für Korrosionsschutz- und Transportverpackungen.

FLEXIBILITY AND EASY HANDLING: The hpl 300 D mobile 
rotary welding device allows continuous welded seams to be 
produced for the sealing of bags. The continuous operation 
mode facilitates fast and straightforward welding. The hpl 300 D 
can be used horizontally and vertically and is simply applicable. 

All composite packaging materials like coated cellophane and 
paper aluminium laminated � lm as well as protective covers are 
suitable for welding material. Therefore the hpl 300 D is ideal for 
corrosion prevention and transport packaging.
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TECHNISCHE DATEN TECHNICAL DATA

Art des Gerätes mobiles Durchlaufschweißgerät Type of device mobile rotary bag sealer

Durchlaufgeschwindigkeit 0 – 10 m/min (regelbar) Sealing speed (dwell) 0 – 10 m/min (0 – 33 ft./min) (adjustable)

Siegeltemperatur max. 240 °C (regelbar) Sealing temperature max. 240 °C (464 °F) (adjustable)

Schweißnahtbreite 12 mm Seal seam width 12 mm (0.47 in.)

Folienstärke 2 x 0,005 mm – 2 x 0,5 mm Film thickness 2 x 0,005 mm – 2 x 0,5 mm
2 x 0.0002 in. – 2 x 0.02 in.

Netzanschluss 230 V, 50/60 Hz
115 V, 50/60 Hz

Mains connection 230 V, 50/60 Hz
115 V, 50/60 Hz

Leistung 360 VA Power 360 VA

Maße B x T x H
(bei Griff in oberster Position)

360 x 110 x 280 mm Dimensions w x d x h
(handhold in upmost position)

360 x 110 x 280 mm 
(14.2 x 4.3 x 11 in.)

Gewicht 
(ohne / mit Netzkabel)

5,6 / 6,2 kg Weight 
(excl. / incl. power cord)  

5,6 / 6,2 kg (12.3 / 13.7 lb.)

ZUBEHÖR ACCESSORIES

Ständer (höhenverstellbar) hpl 300 ST Stand (height-adjustable) hpl 300 ST

Maße B x T x H 600 x 600 x 410 mm Dimensions w x d x h 600 x 600 x 410 mm 
(23.6 x 23.6 x 16.1 in.)

Rollenbahn hm 500 RT Roll conveyor  hm 500 RT

Maße B x T x H 870 x 310 x 40 mm Dimensions w x d x h 870 x 310 x 40 mm 
(34.3 x 12.2 x 1.6 in.)


