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              Edition 01/1997
Technical Data Sheet

BOP

POUCH AND REEL

FULLY PEELABLE POUCH AND REEL

One side paper, one side laminated film INTRAFILM sandwich printed with steam and ETO indicators.

COMPOSITION

PAPER:
Paper 60 grs/m²


In conformity with: All European Standards

LAMINATED FILM

· PET:
Polyester 12 micron

· PP:
Polypropylene 40 micron

Adhesive: 3 components + solvent (complies with FDA requirements)

CHARACTERISTICS OF THE PRODUCT

Size Width:


Tolerance +/- 2 mm

Seal strength:

> 2 N/15 mm

Peelability after sterilisation:
No film or paper tear

Colour change after sterilisation process:

· Steam:
change from Pink to brown

· ETO:
change from pink to yellow

QUALITY CONTROL:

Paper:
All controls described in the French Pharmacopoeia Xéme Ed (type B) and DIN

Laminateed film:

In process control:

· Adhesive weight

· Cohesion of laminate

· Thickness

· Quality of print

· Colour change of indicator after sterilisation process

Finished product (pouch & reel)

In process control:

· Visual inspection

· Size

· Peelability

· Seal strength

Final product:

· Resistance to sterilisation process

· Integrity of the pack

· Peelability

· Seal strength

Edition 03/2004

TECHNICAL DATA SHEET

	Property
	Unit
	EN868-3
	SPS BOP pouch and reel
Typical Value

	Grammage
	GSM
	No Value Given
	60

	pH of extract
	
	5-8
	6.5

	Chloride Content
	%
	< 0.05
	< 0.05

	Sulphate Content
	%
	< 0.25
	< 0.25

	Fluorescence
	Spot count 
per 0.01 m2
	5 maximum
	0

	Dry Tensile MD
	N/15mm - KN/m
	66 min. – 4.40 min.
	90 – 6

	Dry Tensile CD
	N/15mm - KN/m
	33 min. – 2.20 min.
	45 – 3

	Tear Strength MD
	mN
	550 min.
	670

	Tear Strength CD
	mN
	550 min.
	780

	Dry Burst
	Kpa
	230 min.
	295

	Cabb (Surface Absorbency test)
	g/m2
	20 max.
	18

	Water Repellency
	Seconds
	20 min.
	23

	Wet Tensile Strength MD KN/M
	N/15mm – KN/m
	13.5 min. – 
0.9 min.
	20 – 1.3

	Wet Tensile Strength KN/M
	N/15mm – KN/m
	6.75 min. – 
0.45 min.
	9 – 0.6

	Air Permeability
	Mis/min Bendtsen
	300 min.
	725

	Pore Size
	Micron
	Mean 35 max.
	17

	DIN Dry bacteria Challenge Test
	As per DIN 58953 Part 6
	Not part of standart
	0 (number of germs passing through samples)

	DIN Wet bacteria Challenge Test
	As per DIN 58953 Part 6
	Not part of standart
	0 (number of germs passing through samples)
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